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GAMAJET CLEANING SYSTEMS, INC.
because your business depends on clean tanks
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Gamajet IV - Pressure vs. Flow Rate

Dual Nozzle (2N)
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Notes:

1) Machine: Flo-Thru, Standard Stator and Rotor,

CIP, No Self-Rinse Nozzle.

2) For illustrative purposes, only. For other

combinations or design quality graphs, please

consult Gamajet.
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Gamajet IV - Pressure vs. Flow Rate

Triple Nozzle (3N)
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Notes:

1) Machine: Flo-Thru, Standard Stator and Rotor,

CIP, No Self-Rinse Nozzle.

2) For illustrative purposes, only. For other

combinations or design quality g raphs, please

consult Gamajet.
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1.800.654.5635
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Gamajet IV - Pressure vs. Flow Rate
Dual Nozzle

Gamajet IV - Pressure vs. Flow Rate
Triple Nozzle
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Two Nozzles
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Notes:

1) Machine: Oil, Standard Stator and Rotor, No

CIP, No Self-Rinse Nozzle.

2) Stationary jet striking a circular target one

square foot in area.
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P R O D U C T D A T A

GAMAJET CLEANING SYSTEMS, INC.
because your business depends on clean tanks
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Gamajet IV -Flow Rate vs. Typical Full Cycle Time

Notes:

1) Machine: Flo-thru, CIP, No Self-Rinse Nozzle.

2) Black = 273:1; Red = 655:1

3) All Lines Are for Standard Rotor.
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Gamajet IV - Flow Rate vs. Typical Full Cycle Time

Gamajet IV - Distance vs. Impact Force @ 100 psi
Dual Nozzle
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